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Technische Daten:
Artikelnummer:  SHM013
Modellnummer: GL-DR-001M
Eingangsspannung: AC100-240V
Ausgangsleistung: max. 16A
Mindest last: 3W
Protokoll:  Matter over WiFi
Material:   flammhemmendes PC
Arbeitstemperatur: -20~45°C
Abmessungen: 24x59x92mm
Frequenzband: 2400-2480 MHz
Sendeleistung: max. 16dBm

Tastenfunktion:
1. Kurz drücken: EIN/AUS
2. Mindestens 5 Sekunden lang drücken: 
Die Kontrollleuchte blinkt langsam und zeigt damit an, dass 
der Schutzschalter zurückgesetzt wurde und der Netzwerk-
kopplungsmodus aktiviert wird.
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4. Wenn die Kontrollleuchte des Leistungsschalters nicht mehr blinkt, ist die Verbindung zum Lautsprecher erfolgreich hergestellt. Sichern Sie den Leistungsschalter

3. Google:  Google Home App + Google Nest Mini

2. Öffnen Sie die APP und stellen Sie sicher, dass ein Smart Speaker hinzugefügt wurde und online ist

3. Fügen Sie den Leistungsschalter hinzu und folgen Sie den Anweisungen in der App.

(Stellen Sie sicher, dass der Smart Speaker Matter unterstützt).

1. Schließen Sie den Leistungsschalter ordnungsgemäß an die Stromversorgung und die Last an.

1. iOS: Home-App + HomePod 2. Alexa: Amazon Alexa App + Echo Dot

Hinweis: Bitte stellen Sie sicher, dass Ihre Lautsprecher- und APP-(System-)Versionen mit Matter kompatibel sind.

wie in der App angegeben, um mit der Verwendung zu beginnen (wenn der Lautsprecher den Schutzschalter nicht finden kann, versuchen Sie, ihn aus- und wieder einzuschalten oder zurückzusetzen).

Entsorgung
Das Gerät darf nicht im Hausmüll entsorgt werden. Bitte gib es entweder an uns zurück oder entsorgen es an 
einer Annahmestelle für Wertstoffe.

Tobias Ebert
LED- Trading Schöneicher Str. 42
15566   Schöneiche   b . Berlin 
Deutschland

Haftungsausschluss
Die Installation aller Komponenten darf nur durch eine Elektrofachkraft unter 
Beachtung aller zulässigen Normen und Vorschriften durchgeführt werden.
Alle Schritten dieser Bedienungsanleitung sowie denen von weiteren verwendeten 
Komponenten sind unbedingt zu befolgen. Bitte lesen Sie die Bedienungsanleitung 
vor der Inbetriebnahme und Installation sorgfältig durch.
LED-Trading haftet nicht für Unfälle oder Schäden, welche durch unsachgemäße 
Verwendung oder durch Anschluss der einzelnen Komponenten verursacht werden. 
Widerrechtliche Weitergabe und Vervielfältigungen sind untersagt.

EU-Konformitätserklärung
Hiermit erklären wir, LED-Trading Tobias Ebert, dass der Controller den Richtlinien 2014/53/EU 
(RED), 2014/30/EU (EMV), 2014/35/EU (LVD) sowie 2011/65/EU (RohS) entspricht. Der voll- 
ständige Text der EU-Konformitätserklärung kann auf Nachfrage zur Verfügung gestellt werden.

Telefon:   03064168917 
Telefax:   03064168917
E- Mail:   info@led-trading.de
USt-IdNr.:  DE281526153 
WEEE- Reg.-Nr.:  DE58003750



Model number: GL-DR-001M
Item number: SHM013

Frequency band: 2400-2480 MHz

Technical data:

Dimensions: 24x59x92mm

Connection plan

Dimensions

Working temperature: -20~45°C

1. Short press: ON/OFF
2. Press for at least 5 seconds: The indicator light
flashes slowly, indicating that the circuit breaker has been reset and the 
network pairing mode is activated.

Material: flame-retardant PC
Protocol: Matter over WiFi

Key function:

Minimum load: 3W

24mm

Output power: max. 16A
Input voltage: AC100-240V

Transmitting power: max. 16dBm

59mm
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GL-DR-I-001M

Matter DIN rail circuit breaker

92mm
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3. Add the circuit breaker and follow the instructions in the app.

as instructed in the app to start using (if the speaker can't find the circuit breaker, try turning it off and on again or resetting it).

All steps in this manual and those of other components used must be followed 
strictly. Please read the manual carefully before commissioning and installation.

LED-Trading is not liable for accidents or damage caused by improper use or 
connection of the individual components.
Unlawful distribution and reproduction are prohibited.

EU declaration of conformity

The device must not be disposed of with household waste. Please either return it to us or dispose of it at a recycling center.

The installation of all components may only be carried out by a qualified 
electrician in compliance with all applicable standards and regulations.

Disclaimer

Disposal

We, LED-Trading Tobias Ebert, hereby declare that this controller complies with Directives 
2014/53/EU (RED), 2014/30/EU (EMC), 2014/35/EU (LVD), and 2011/65/EU (RohS). The 
full text of the EU declaration of conformity is available upon request.

LED Trading Schöneicher Str. 42

Telephone: 
Fax:
Email:
VAT ID No.:
WEEE Reg. No.: DE58003750

15566 Schöneiche near Berlin, 
Germany

Tobias Ebert 03064168917 
03064168917
info@led-trading.de 
DE281526153

2. Open the APP and make sure that a Smart Speaker has been added and is online

4. When the circuit breaker indicator light stops flashing, the connection to the speaker is successful. Secure the circuit breaker.

1. iOS: Home app + HomePod
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Note: Please make sure your speaker and APP (system) versions are compatible with Matter.

2. Alexa: Amazon Alexa App + Echo Dot 3. Google: Google Home App + Google Nest Mini

(Make sure the smart speaker supports Matter).

1. Properly connect the circuit breaker to the power supply and the load.
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